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3端子滤波器    

YFF18AC 1608 [0603 inch] 贯通型滤波器

YFF21AC 2012 [0805 inch] 贯通型滤波器

* 表示尺寸代码。 JIS[EIA]

车载一般用    

YFF-AC系列
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使用注意事项

在使用本产品前，请务必随附采购规格书。

安全注意事项

使用本产品时，请注意安全事项。

1. 本目录中的产品 , 被装载到汽车上或车载产品 , 按照本目录中记载的范围、条件，可使用在汽车标准用途中。另外，包含本产品的该汽车

或车用产品，应以通常的操作、使用方法来运用。汽车以外、对于需要高度安全性和可靠性的，或者设备的故障，误动作，运转不良可

能会给人的生命，身体及财产等造成损害，以及有可能产生莫大社会影响的以下用途（以下称 ‘ 特定用途 ’）中的适用性，性能发挥，品

质，本公司不予保证。

因用于超过本目录所规定的范围、条件，或用于其他特定用途而产生损失、伤害等情况，我司恕不承担责任，请谅解。客户预定在本产

品目录的范围，条件之外，或者在特定用途中使用时，请事先咨询本公司相关部门。本公司会配合客户需求，一起协商不同于本产品目

录中所记载的使用用途。

(1) 航空，航天设备

(2) 运输设备 （电车，船舶等）

(3) 医疗设备　　

(4) 发电控制设备

(5) 核动力相关设备

(6) 海底设备　　　

(7) 交通工具控制设备

(8) 公共性的高度信息处理设备

(9) 军用设备

(10) 电热用品，燃烧设备

(11) 防灾防盗设备

(12) 各种安全装置

(13) 其他被认定为特定用途的用途

此外，在对使用本产品的设备进行设计时，请根据该设备的使用用途及状态确保保护电路及装置，并设置备份电路。

另外，虽然本产品目录中记载的产品是设想在上述汽车或车用产品上使用的，但我们也不会禁止其使用在不要求类似汽车等级的高安全

性和信赖性，或对生命、身体、财产，及对社会造成影响较小的一般电子设备的应用情形。因此，本产品目录中记载的产品可应用一般

电子设备的通用标准，当以通常的操作、使用方法来使用一般电子设备时，关于其使用也适用本共通使用注意事项。

2. 本产品目录中记载的产品因改良及其他原因可能在不经预告的情况下进行变更或停止供应。

3. 关于本产品目录中记载的产品，本公司备有记载了各产品的规格及安全注意事项的 “ 交货规格书 ”。在选用产品时，建议签定交货规格

书。

4. 在出口本产品目录中记载的产品时，有时会被归为 “ 外汇及外贸管理法 ” 中规定的管制货物等。在这种情况下，需要有依据该法规定的

出口许可。

5. 关于本产品目录的内容，未经本公司许可不得擅自转载或复制。

6. 因使用本产品目录中记载的产品而发生涉及本公司或第三者的知识产权及其他权利的问题时，本公司对此将不承担责任。并且，本公司

不对该等权利的实施权办理许可。

7. 本产品目录适用于从本公司或本公司的正规代理商购买的产品。从其他第三者购买的产品不在适用范围之内。

注  意
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为了能够更加正确、安全地使用产品，请务必索取能进一步确认详细特性、规格的采购规格书。
记载内容可能因为产品改良等原因不经预告而更改，恕不另行通知。
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REACH
SVHC-Free

Lead
FreeRoHS

Pb

Halogen
Free

Br
Cl

3端子滤波器
车载一般用

系列概要

TDK3端子贯通滤波器为车载一般用@YFF-AC系列,和2端子型MLCC不同,具备直流电流可在芯片内部流通的贯通型结构。贯通型结构可缩短至

GND之间的距离,并通过GND电极的并列效果,实现了ESL的降低。

特点

• 针对车载用途的小型、高性能EMC对策元件。实现了在宽频带上良好

的降噪特性。

• 在去耦用途中也能发挥优异效果。相较于普通的2端子MLCC，电阻更

低，有利于减少去耦电容的个数。

• 符合AEC-Q200车载标准。

应用

• 可广泛应用在ADAS、自动驾驶系统、ECU等各种各样的车载电子设

备的电源回路中，用于EMC对策及去耦用途。

形状与尺寸 产品构造图

各尺寸的详细信息 , 请参阅 P–5 ～ 6。

YFF-AC系列的概要

W

T

L

B

L
W
T
B
C GND

C Sn
Ni
Cu

具备直流电流可在芯片内部流通的贯通型结构。贯通型结构缩短了向
GND之间的距离,并且通过GND电极的并列效果,实现低ESL。

RoHS指令对应产品：详细内容查看这里。 https://product.tdk.com/info/zh/environment/rohs/index.html



(4/8)

20190115 / 3tf_automotive_general_yff-ac_zh.fm

为了能够更加正确、安全地使用产品，请务必索取能进一步确认详细特性、规格的采购规格书。
记载内容可能因为产品改良等原因不经预告而更改，恕不另行通知。
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目录型号的识别法

(1)系列名称

(2) L x W 尺寸 (mm)

(3)产品识别符号

(4)额定电压(DC)

(5)标称电容(pF)

电容量以pF(微微法拉)为单位，并用三个文字表示。最初两个文字

表示电容的第一位和第二位有效数字。第三个文字表示接在有效数

字后的零的个数。

（例）101 = 100pF
222 = 2,200pF
105 = 1,000,000pF = 1.0µF

(6)电容容差

(7)包装形式

(8)管理符号

(9)卷筒尺寸 (mm)

(10)内部电极

YFF 18 AC 0J 105 M T 0Y □ E
(1) (2) (3) (4) (5) (6) (7) (8) (9) (10)

代码 EIA 长度 宽度 端子宽度

18 0603 1.60 0.80 0.25
21 0805 2.00 1.25 0.30

记号 内容

AC 车载一般用

代码 电压（DC）

0J 6.3V
1C 16V
1E 25V
1H 50V

代码 容差

M ±20%

代码 形式

T 编带

代码 内容

0Y 本公司内部管理符号

代码 尺寸

0 ø178
9 ø330

代码 内容

E, N Ni
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为了能够更加正确、安全地使用产品，请务必索取能进一步确认详细特性、规格的采购规格书。
记载内容可能因为产品改良等原因不经预告而更改，恕不另行通知。
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形状与尺寸 推荐焊盘布局

* 请通过通孔等以最短方式进行本产品的GND端子和安装基板的GND连接。

电气特性

特点规格表

 型号为本公司标准规格品。

YFF-AC系列 YFF18AC型（贯通型滤波器）

截止频率

(MHz)

插入损耗

30dB频带

(MHz)

额定电压
Edc
(V)

额定电流
Idc
(A)

工作温度范围

(°C)

保存温度范围

（安装后）
(°C)

型号

0.1 0.23 to 3000 6.3 2 –55 to +125 –55 to +125 YFF18AC0J105MT0Y0E
0.1 0.23 to 3000 6.3 2 –55 to +125 –55 to +125 YFF18AC0J105MT0Y9E
0.1 2      to 4000 16 1 –55 to +125 –55 to +125 YFF18AC1C104MT0Y0N
0.1 2      to 4000 16 1 –55 to +125 –55 to +125 YFF18AC1C104MT0Y9N
0.3 10      to 3000 25 1 –55 to +125 –55 to +125 YFF18AC1E223MT0Y0N
0.3 10      to 3000 25 1 –55 to +125 –55 to +125 YFF18AC1E223MT0Y9N
0.6 20      to 3000 50 1 –55 to +125 –55 to +125 YFF18AC1H103MT0Y0N
0.6 20      to 3000 50 1 –55 to +125 –55 to +125 YFF18AC1H103MT0Y9N
1 40      to 3000 50 1 –55 to +125 –55 to +125 YFF18AC1H472MT0Y0N
1 40      to 3000 50 1 –55 to +125 –55 to +125 YFF18AC1H472MT0Y9N
2 90      to 3000 50 1 –55 to +125 –55 to +125 YFF18AC1H222MT0Y0N
2 90      to 3000 50 1 –55 to +125 –55 to +125 YFF18AC1H222MT0Y9N
6 200      to 3000 50 1 –55 to +125 –55 to +125 YFF18AC1H102MT0Y0N
6 200      to 3000 50 1 –55 to +125 –55 to +125 YFF18AC1H102MT0Y9N

10 400      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H471MT0Y0N
10 400      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H471MT0Y9N
20 800      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H221MT0Y0N
20 800      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H221MT0Y9N
60 1500      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H101MT0Y0N
60 1500      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H101MT0Y9N

100 2000      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H470MT0Y0N
100 2000      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H470MT0Y9N
200 4000      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H220MT0Y0N
200 4000      to 6000 50 1 –55 to +125 –55 to +125 YFF18AC1H220MT0Y9N

1.000.60

0.40

0.
60

0.
40

0.
40

Land pattern+Solder resist

Land pattern

Dimensions in mm

0.40±0.20 0.25±0.20

1.60±0.20

2
GND

GND
4

1
IN/OUT

3
OUT/IN

0.
80

±
0.
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0.
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±

0.
10

https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC0J105MT0Y0E&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC0J105MT0Y9E&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1C104MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1C104MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1E223MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1E223MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H103MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H103MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H472MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H472MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H222MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H222MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H102MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H102MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H471MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H471MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H221MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H221MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H101MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H101MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H470MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H470MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H220MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF18AC1H220MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
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为了能够更加正确、安全地使用产品，请务必索取能进一步确认详细特性、规格的采购规格书。
记载内容可能因为产品改良等原因不经预告而更改，恕不另行通知。
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插入损耗频率特性

YFF-AC系列 YFF18AC型（贯通型滤波器）

0

10

20

30

40

50

60

70

80

90
0.1 1 10 100 1000 10000

Frequency (MHz)

In
se

rt
io

n 
lo

ss
 (

dB
)

1H470M1H101M
1H221M

1H471M

1H220M

1E223M
1H103M

1C104M
0J105M

1H222M
1H472M

1H102M



(7/8)

20190115 / 3tf_automotive_general_yff-ac_zh.fm

为了能够更加正确、安全地使用产品，请务必索取能进一步确认详细特性、规格的采购规格书。
记载内容可能因为产品改良等原因不经预告而更改，恕不另行通知。

E M C  C o m p o n e n t s

形状与尺寸 推荐焊盘布局

* 请通过通孔等以最短方式进行本产品的GND端子和安装基板的GND连接。

电气特性

特点规格表

 型号为本公司标准规格品。

YFF-AC系列 YFF21AC型（贯通型滤波器）

截止频率

(MHz)

插入损耗

30dB频带

(MHz)

额定电压
Edc
(V)

额定电流
Idc
(A)

工作温度范围

(°C)

保存温度范围

（安装后）
(°C)

型号

0.1 0.4 to 3000 16 1 –55 to +125 –55 to +125 YFF21AC1C474MT0Y0N
0.1 0.4 to 3000 16 1 –55 to +125 –55 to +125 YFF21AC1C474MT0Y9N
0.1 2    to 2500 25 1 –55 to +125 –55 to +125 YFF21AC1E104MT0Y0N
0.1 2    to 2500 25 1 –55 to +125 –55 to +125 YFF21AC1E104MT0Y9N
0.1 5    to 2000 25 1 –55 to +125 –55 to +125 YFF21AC1E473MT0Y0N
0.1 5    to 2000 25 1 –55 to +125 –55 to +125 YFF21AC1E473MT0Y9N
0.2 10    to 2000 25 1 –55 to +125 –55 to +125 YFF21AC1E223MT0Y0N
0.2 10    to 2000 25 1 –55 to +125 –55 to +125 YFF21AC1E223MT0Y9N
0.5 20    to 2000 25 0.4 –55 to +125 –55 to +125 YFF21AC1E103MT0Y0N
0.5 20    to 2000 25 0.4 –55 to +125 –55 to +125 YFF21AC1E103MT0Y9N
1 40    to 2000 50 0.4 –55 to +125 –55 to +125 YFF21AC1H472MT0Y0N
1 40    to 2000 50 0.4 –55 to +125 –55 to +125 YFF21AC1H472MT0Y9N
2 70    to 2000 50 0.4 –55 to +125 –55 to +125 YFF21AC1H222MT0Y0N
2 70    to 2000 50 0.4 –55 to +125 –55 to +125 YFF21AC1H222MT0Y9N
5 200    to 2000 50 0.4 –55 to +125 –55 to +125 YFF21AC1H102MT0Y0N
5 200    to 2000 50 0.4 –55 to +125 –55 to +125 YFF21AC1H102MT0Y9N

10 400    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H471MT0Y0N
10 400    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H471MT0Y9N
20 700    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H221MT0Y0N
20 700    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H221MT0Y9N
50 1000    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H101MT0Y0N
50 1000    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H101MT0Y9N

100 2000    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H470MT0Y0N
100 2000    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H470MT0Y9N
200 3000    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H220MT0Y0N
200 3000    to 5000 50 1 –55 to +125 –55 to +125 YFF21AC1H220MT0Y9N

1.400.60

0.50

0.
80

0.
60

0.
65

Land pattern+Solder resist

Land pattern

Dimensions in mm

0.50+0.30,-0.20

2.00±0.20

0.30±0.20

1.
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±
0.
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0.

85
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1
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https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF21AC1C474MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF21AC1C474MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF21AC1E104MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF21AC1E104MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF21AC1E473MT0Y0N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
https://product.tdk.com/zh/search/emc/emc/3tf/info?part_no=YFF21AC1E473MT0Y9N&utm_source=3tf_automotive_general_yff-ac_zh.pdf&utm_medium=catalog
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为了能够更加正确、安全地使用产品，请务必索取能进一步确认详细特性、规格的采购规格书。
记载内容可能因为产品改良等原因不经预告而更改，恕不另行通知。

E M C  C o m p o n e n t s

插入损耗频率特性

YFF-AC系列 YFF21AC型（贯通型滤波器）
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